
Fixed Ultra-Short-Throw Lens for 3-Chip

DLP™ Projectors

ET-D3LEU101

0.370:1 Throw Ratio(4K / WUXGA) Zoom Lens for PT-

RQ45K/RZ44K, PT-RQ35K2/RZ34K2, PT-RQ25K, PT-RZ24K, PT-

RQ18K,
PT-RZ17K, PT-RZ14K, PT-HTQ20

Key Features

Minimize Throw Distance, Increase Flexibility

Wide-Range Adjustment After Projector Installation

Lens Design Delivers an Unobstructed View



ET-D3LEU101

https://ap.connect.panasonic.co

m/ph/en/et-d3leu101

Lens type Ultra-Short-Throw Lens

F-number 2.5

Focal length (f) 8.0 mm (5/16˝)

Throw ratio ->

WUXGA

0.370:1(RQ35K2/RQ35K/RZ34K2/RZ34K/RQ32K/RZ31K/RS30K/RQ25K/RZ24K/RQ18K/RZ17K/RZ16K/RQ13K/RZ12K/RS11K)


0.447:1(RQ25K/RZ24K/RQ18K/RZ17K/RZ14K)

Throw ratio ->

SXGA+

0.401:1

Throw ratio ->

WXGA

0.413:1

Dimensions(WxHxD)275 × 154 × 428.7 mm (10-13/16 × 6-1/16 × 16-7/8")

Weight Approx. 8.0 kg (17.6 lbs)

Throw Ratio 4K+	0.397:1

4K / WUXGA	0.370:1

4K / WUXGA	0.447:1(PT-RQ25K Series)

Compatibiliy PT-RQ45K/RZ44K, PT-RQ35K2/RZ34K2, PT-RQ25K, PT-RZ24K, PT-RQ18K,PT-RZ17K, PT-RZ14K, PT-HTQ20

https://ap.connect.panasonic.com/ph/en/et-d3leu101

