
ET-D3LEW50
0.7:1 throw ratio (WUXGA) Fixed-focus Lens for 3-Chip DLP Projectors



ET-D3LEW50

https://ap.connect.panasonic.com/sg
/en/products/projectors/et-d3lew50

F Value 2.5
Focal Distance (f) 14.8 mm
Throw Ratio 0.746:1 for PT-RQ32K/RQ22K/RQ13K (16:10 aspect ratio) 

0.694:1 for PT-RZ31K/RZ21K/RZ12K/DZ21K2/DZ21K/ 
DZ13K/DZ10K (16:10 aspect ratio) 
0.752:1 for PT-RS30K/RS20K/RS11K/DS20K2/DS12K (4:3 aspect ratio) 
0.774:1 for PT-DW17K2/DW11K

Auto Lens Identi cation function Compatible models : PT-RQ32K/RZ31K/RS30K/RQ22K/RZ21K/RS20K
Dimensions (W x H x D) (mm) 160 × 160 × 347 mm
Dimensions (W x H x D) (inch) 6-5/16 × 6-5/16 × 13-21/32 inches
Weight (kg) Approximately 7.1 kg*
Weight (lbs.) Approximately 15.7 lbs*
Applicable Projector [Group A] 

PT-DZ21K2/DS20K2/DW17K2/DZ16K2 
[Group B] 
PT-DZ13K/DS12K/DW11K/DZ10K 
[Group C] 
PT-RZ12K/RS11K 
PT-RQ13K 
[Group D] 
PT-RZ21K/RS20K 
PT-RQ22K 
[Group E] 
PT-RZ31K/RS30K 
PT-RQ32K

Note *Average value. May differ depending on the actual unit.
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