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1.0-1.3:1 throw ratio (WUXGA)



Panasonic
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https://ap.connect.panasonic.com/vn

/en/products/projectors/et-dle105

F Value

Focal Distance (f)

Dimensions (W x H x D)
Weight

Applicable Projector [Group A]

Applicable Projector [Group B]

Applicable Projector [Group C]

Note

1.85-2.35

14.7-19.7 mm

140 x 140 x210 mm (5-1/2 x 5-1/2 x 8-9/32 inches)
Approx. 1.2 kg (2.6 Ibs)
PT-DZ870W/DZ870K/DZ870LW/DZ870LK/

DW830W/DW830K/DW830LW/DW830LK/

DX100W/DX100K/DX100LW/DX100LK
PT-RZ970W/RZ970B/RZ970LW/RZ970LB/

RW930W/RW930B/RW930LW/RW930LB/
RX110W/RX110B/RX110LW/RX110LB/
RZ770W/RZ770B/RZ770LW/RZ770LB/
RW730W/RW730B/RW730LW/RW730LB/
RZ660W/RZ660B/RZ660LW/RZ660LB/

RW620W/RW620)B/RW620JLW/RW620LB
PT-DZ780W/DZ780B/DZ780LW/DZ780LB/

DW750W/DW750B/DW750LW/DW750LB/

DX820W/DX820B/DX820LW/DX820LB
For information on the projection distance, refer to the specifications for the projector to
which the lens will be mounted.

DLP is a trademark of Texas Instruments. Weights and dimensions shown are approximate.
Specifications subject to change without notice.
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